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Hawkeye 4100-24GP2GS Series
Unmanaged 24 x 10/100/1000 PoE+ &  
2 x GbE SFP Switch

Description

The 4100-24GP2GS unmanaged PoE+ switch was designed for the growing demands 
of popular IP surveillance applications in small and medium-sized businesses. It is 
suitable for indoor environments in network rooms. The switch is equipped with 24 PoE+ 
(802.3af/at) ports that deliver 10/100/1000Mbps speeds and 2 GbE SFP for surveillance 
applications.

Features Highlight

Up to 30 watts per PoE port 
IEEE 802.3at/af Standard comply 
Supports N-Way protocol for speed (10/100/1000Mbps) and duplex mode (Half/Full)  
auto-detection on all copper ports 
Safe and reliable power to PoE-powered devices 
24-port 10/100/1000BASE-T with 2-slot Gigabit SFP applications 
Supports MDI/MDI-X auto crossover and polarity correction 
10KB Jumbo frame support 
Store-and-forward architecture filters fragment & CRC error packets

Specifications

Standards
IEEE 802.3 10BASE-T
IEEE 802.3u 100BASE-TX
IEEE 802.3ab 1000BASE-T
IEEE 802.3 Nway Auto-negotiation
IEEE 802.3af Power over Ethernet
IEEE 802.3at Power over Ethernet Plus
Interface

Ports 24 x 10/100/1000 PoE+ 
2 x GbE SFP

LED PanelInterface PWR, PoE/MAX, LNK/ACT, PoE, SFP
Features

Performance

Jumbo frame Size: 10KBytes
MAC Table Entries: 8K
L2 Forwarding Rate: 38.7Mpps
Switch Fabric: 52Gbps
Packet Buffer: 4.1Mbit

Function Flow Control, Auto-Nego, Auto MDI/MDIX,
Non-Blocking, Store and Forward

Power

Input Voltage AC: 100 ~ 240VAC, 50Hz/60Hz
PSU Output: 54VDC/7A, 12VDC/3A

System consumption 
(Watt) 20W

PoE power budget (Watt) 380W max (Alert at 360W)
Mechanical and Environment
Housing Metal 
Mounting Rack-Mount
Operating Temperature 0°C~40°C (32°F~104°F)
Storage Temperature -40°C~70°C (-40°F~158°F)
Operating Humidity 10 to 95% RH (non-condensing)
Storage Humidity 5 to 95% RH (non-condensing)
Weight 2.988 kg
Dimension (WxHxD) 441 x 44 x 190 mm (17.3 x 1.7 x 7.5 in)
Certifications

EMC

LVD EN 62368-1 / BS EN 62368-1
FCC Part 15, Subpart B
ICES-003, Issue 7
EN 55032 / BS EN 55032
EN 55035 / BS EN 55035
EN IEC 61000-3-2 / BS EN IEC 61000-3-2
EN 61000-3-3 / BS EN 61000-3-3

Ordering Information

4100-24GP2GS-A-C Unmanaged 24 x 10/100/1000 PoE+ & 
2 x GbE SFP Switch

*Specifications subject to change without notice.

AutoPoE+
PoE Power Budget
380Wt

802.3at

802.3af

24 Ports
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